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Bidirectional Inverter
Technology

Dynamic Tariff 
Applicable

Zero Export Time-of-use Control

TSOL-MAU2000Elite
Battery Optimizer

314
Ah Cell

Supports Black Start
via PV or Grid
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Technical Data 
Model

2010

RS485

51.2

1200(When Configuring DB2000Lite)

Battery Capacity (Wh)
Battery Type

Communication Mode

Nominal Voltage (V)
Operating Voltage Range (V)

AC Port (On-grid)

Battery (DC)

Max.  AC Output Power (VA)

800Nominal  AC Output Power (W)

Nominal AC Output Current (A)
Max. AC Output Current (A)

3.6
6.8

1200Max. AC Input Power (W)

5.5Nominal AC Input Current (A)

Max. AC Input Current (A)
Nominal AC Voltage (V)

6.8

1200(When Configuring DB2000Lite)

AC Port (Off-grid)
Max.  AC Output Power (VA)

800Nominal  AC Output Power (W)

Nominal AC Output Current (A)
Nominal AC Voltage (V)

6.8
220/230/240, L/N/PE

50/60Nominal AC Frequency (Hz)

≤10Switch Time (ms)

96%

Efficiency
Peak Inverter Efficiency

94%EU Efficiency

MPPT Efficiency
Battery Charge/Discharge Efficiency

99.9%
95%/95%

<10WNo load power consumption

< 1WPower off self consumption

Peak Output Apparent Power (VA) 105%~120% 10min       120%~140% 1min       140%~160% 30s
160%~180% 10s       180%~200% 2s       200%+ 200ms

220/230/240, L/N/PE
50/60Nominal AC Frequency (Hz)

Power Factor
THDI

>0.99 default     0.8 leading … 0.8 lagging
≤3%@100% Load

TSOL-MAU2000Elite

LiFePO4

43.2-57.2
1000

1000

25

Max.  Discharge Power (W)
Life Cycle

Nominal Discharge Power (W)

Max.  Discharge Current (A)
Max.  Charge Power (W)

10000

2400(When Configuring DB2000Lite)
25

25

Nominal Charge Current (A)

Max.  Charge Current (A)
Max. System Capacity (kWh) 10


